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Reference
Serie

Part number Part number of the oversize Part number

of the  collet and of the of the

collet1) split centre-pieces 3) collet nut 3)

ø Collet (mm) ø Cable (mm)

ø A ø B max. min.

7.2 – 7.0 6.1 FFA.5S.772.CN – FFA.5S.130.LC
8.2 – 8.0 7.1 FFA.5S.782.CN – FFA.5S.130.LC
9.2 – 9.0 8.1 FFA.5S.792.CN – FFA.5S.130.LC

10.2 – 10.0 9.1 FFA.5S.710.CN – FFA.5S.130.LC
11.2 – 11.0 10.1 FFA.5S.711.CN – FFA.5S.130.LC
12.2 – 12.0 11.1 FFA.5S.712.CN – FFA.5S.130.LC
13.2 – 13.0 12.1 FFA.5S.713.CN – FFA.5S.130.LC
14.2 – 14.0 13.1 FFA.5S.714.CN – FFA.5S.130.LC
15.2 – 15.0 14.1 FFA.5S.715.CN – FFA.5S.130.LC
16.2 – 16.0 15.1 FFA.5S.716.CN – FFA.5S.130.LC
17.2 – 17.0 16.1 FFA.5S.717.CN – FFA.5S.130.LC
18.2 – 18.0 17.1 FFA.5S.718.CN – FFA.5S.130.LC
19.2 – 19.0 18.1 FFA.5S.719.CN – FFA.5S.130.LC
20.2 19.7 20.0 19.1 FFA.5S.720.CN – FFA.5S.130.LC
21.2 19.7 21.0 20.1 FFA.5S.721.CN – FFA.5S.130.LC
22.2 19.7 22.0 21.1 FFA.5S.722.CN – FFA.5S.130.LC
23.2 – 23.0 22.1 FFA.6S.723.CN FFA.5S.137.LCN FFA.6S.130.LC
24.2 – 24.0 23.1 FFA.6S.724.CN FFA.5S.137.LCN FFA.6S.130.LC
25.2 – 25.0 24.1 FFA.6S.725.CN FFA.5S.137.LCN FFA.6S.130.LC
26.2 – 26.0 25.1 FFA.6S.726.CN FFA.5S.137.LCN FFA.6S.130.LC
27.2 – 27.0 26.1 FFA.6S.727.CN FFA.5S.137.LCN FFA.6S.130.LC
28.2 27.2 28.0 27.1 FFA.6S.728.CN FFA.5S.137.LCN FFA.6S.130.LC
29.2 27.2 29.0 28.1 FFA.6S.729.CN FFA.5S.137.LCN FFA.6S.130.LC
30.2 27.2 30.0 29.1 FFA.6S.730.CN FFA.5S.137.LCN FFA.6S.130.LC
7.2 – 7.0 6.1 FLA.5S.772.CN2) – FFA.5S.130.LC
8.2 – 8.0 7.1 FLA.5S.782.CN2) – FFA.5S.130.LC
9.2 – 9.0 8.1 FLA.5S.792.CN2) – FFA.5S.130.LC

10.2 – 10.0 9.1 FLA.5S.710.CN2) – FFA.5S.130.LC
11.2 – 11.0 10.1 FLA.5S.711.CN2) – FFA.5S.130.LC
12.2 – 12.0 11.1 FLA.5S.712.CN2) – FFA.5S.130.LC
13.2 – 13.0 12.1 FLA.5S.713.CN2) – FFA.5S.130.LC
14.2 – 14.0 13.1 FLA.5S.714.CN2) – FFA.5S.130.LC
15.2 – 15.0 14.1 FLA.5S.715.CN2) – FFA.5S.130.LC
16.2 – 16.0 15.1 FLA.5S.716.CN2) – FFA.5S.130.LC
17.2 – 17.0 16.1 FLA.5S.717.CN2) – FFA.5S.130.LC
18.2 – 18.0 17.1 FLA.5S.718.CN2) – FFA.5S.130.LC
19.2 – 19.0 18.1 FLA.5S.719.CN2) – FFA.5S.130.LC
20.2 19.7 20.0 19.1 FLA.5S.720.CN2) – FFA.5S.130.LC
21.2 19.7 21.0 20.1 FLA.5S.721.CN2) – FFA.5S.130.LC
22.2 19.7 22.0 21.1 FLA.5S.722.CN2) – FFA.5S.130.LC

5S

Type ø

C 72

C 82

C 92

C 10

C 11

C 12

C 13

C 14

C 15

C 16

C 17

C 18

C 19

C 20

C 21

C 22

K 23

K 24

K 25

K 26

K 27

K 28

K 29

K 30

C 72

C 82

C 92

C 10

C 11

C 12

C 13

C 14

C 15

C 16

C 17

C 18

C 19

C 20

C 21

C 22

C and K type collets

C or K type collet

Continuation on page 76
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Note:
1) the bend relief is to be ordered separately (see page 80).

Reference
Serie Part number of the collet nut Bend relief to be used 1)

FFM.0S.130.LC GMA.0B.0••.D•

FFM.1S.130.LC GMA.1B.0••.D•

FFM.0S.130.LC GMA.0B.0••.D•

FFM.1S.130.LC GMA.1B.0••.D•

FFM.2S.130.LC GMA.2B.0••.D•

FFM.1S.130.LC GMA.1B.0••.D•

FFM.2S.130.LC GMA.2B.0••.D•

FFM.3S.130.LC GMA.3B.0••.D•

FFM.2S.130.LC GMA.2B.0••.D•

FFM.3S.130.LC GMA.3B.0••.D•

FFM.4S.130.LC GMA.4B.0••.D•

FFM.3S.130.LC GMA.3B.0••.D•

FFM.4S.130.LC GMA.4B.0••.D•

FFM.4S.130.LC GMA.4B.0••.D•

0S

1S

2S

3S

4S

Type ø

C 27 to 42

K 47 to 62

L 27 to 42

C 27 to 62

K 72 to 82

L 27 to 62

C 42 to 82

K 92 to 10

L 42 to 82

C 52 to 10

K 12 to 13

L 52 to 10

C 82 to 13

L 82 to 13

Reference
Serie

Part number Part number of the oversize Part number

of the  collet and of the of the

collet1) split centre-pieces 3) collet nut 3)

ø Collet (mm) ø Cable (mm)

ø A ø B max. min.

9.2 – 9.0 8.1 FFA.5S.792.LN – FFA.5S.130.LC
10.2 – 10.0 9.1 FFA.5S.710.LN – FFA.5S.130.LC
11.2 – 11.0 10.1 FFA.5S.711.LN – FFA.5S.130.LC
12.2 – 12.0 11.1 FFA.5S.712.LN – FFA.5S.130.LC
13.2 – 13.0 12.1 FFA.5S.713.LN – FFA.5S.130.LC
14.2 – 14.0 13.1 FFA.5S.714.LN – FFA.5S.130.LC
15.2 – 15.0 14.1 FFA.5S.715.LN – FFA.5S.130.LC
16.2 – 16.0 15.1 FFA.5S.716.LN – FFA.5S.130.LC
17.2 – 17.0 16.1 FFA.5S.717.LN – FFA.5S.130.LC
18.2 – 18.0 17.1 FFA.5S.718.LN – FFA.5S.130.LC
19.2 – 19.0 18.1 FFA.5S.719.LN – FFA.5S.130.LC
20.2 – 20.0 19.1 FFA.5S.720.LN – FFA.5S.130.LC
21.2 – 21.0 20.1 FFA.5S.721.LN – FFA.5S.130.LC

5S

Type ø

L 92

L 10

L 11

L 12

L 13

L 14

L 15

L 16

L 17

L 18

L 19

L 20

L 21

L type collet

L type collet

Bend relief nut and bend relief



®®

SPANNZANGEN   COLLETS

SERIE E   SERIES E

Part number example see page 3

77

Reference
Serie

Part number Part number of the oversize Part number

of the collet collet and of the of the

system1) split centre-pieces2) collet nut2)

ø Collet (mm) ø Cable (mm)

ø A ø B max. min.

1.6 – 1.2 1.0 FFA.0E.710.CNS – FFA.00.130.LC
1.6 – 1.5 1.3 FFA.0E.715.CNS – FFA.00.130.LC
2.1 – 2.0 1.6 FFA.0E.720.CNS – FFA.00.130.LC
3.1 – 2.5 2.1 FFA.0E.725.CNS – FFA.00.130.LC
3.1 – 3.0 2.6 FFA.0E.730.CNS – FFA.00.130.LC
4.2 4.2 3.5 3.1 FFA.0E.735.CNS – FFA.00.130.LC
4.2 4.2 4.0 3.6 FFA.0E.740.CNS – FFA.00.130.LC
5.2 5.2 4.5 4.1 FFA.0E.745.CNS – FFA.00.130.LC
5.2 5.2 5.0 4.6 FFA.0E.750.CNS – FFA.00.130.LC

1.6 – 1.5 1.3 FFA.1E.715.CNS – FFA.1E.130.LC
2.2 – 2.0 1.6 FFA.1E.720.CNS – FFA.1E.130.LC
3.2 – 2.5 2.1 FFA.1E.725.CNS – FFA.1E.130.LC
3.2 – 3.0 2.6 FFA.1E.730.CNS – FFA.1E.130.LC
4.2 – 3.5 3.1 FFA.1E.735.CNS – FFA.1E.130.LC
4.2 – 4.0 3.6 FFA.1E.740.CNS – FFA.1E.130.LC
5.2 – 4.5 4.1 FFA.1E.745.CNS – FFA.1E.130.LC
5.2 – 5.0 4.6 FFA.1E.750.CNS – FFA.1E.130.LC
6.2 6.2 5.5 5.1 FFA.1E.755.CNS – FFA.1E.130.LC
6.2 6.2 6.0 5.6 FFA.1E.760.CNS – FFA.1E.130.LC
7.2 6.7 6.5 6.1 FFA.1E.765.CNS – FFA.1E.130.LC
7.2 – 7.0 6.6 FFA.2E.770.CNS FFA.1E.137.LCN FFA.2E.130.LC
8.2 8.2 7.5 7.1 FFA.2E.775.CNS FFA.1E.137.LCN FFA.2E.130.LC
8.2 8.2 8.0 7.6 FFA.2E.780.CNS FFA.1E.137.LCN FFA.2E.130.LC
9.2 8.6 8.5 8.1 FFA.2E.785.CNS FFA.1E.137.LCN FFA.2E.130.LC

2.2 – 1.5 1.3 FFA.2E.715.CNS – FFA.2E.130.LC
2.2 – 2.0 1.6 FFA.2E.720.CNS – FFA.2E.130.LC
3.2 – 2.5 2.1 FFA.2E.725.CNS – FFA.2E.130.LC
3.2 – 3.0 2.6 FFA.2E.730.CNS – FFA.2E.130.LC
4.2 – 3.5 3.1 FFA.2E.735.CNS – FFA.2E.130.LC
4.2 – 4.0 3.6 FFA.2E.740.CNS – FFA.2E.130.LC
5.2 – 4.5 4.1 FFA.2E.745.CNS – FFA.2E.130.LC
5.2 – 5.0 4.6 FFA.2E.750.CNS – FFA.2E.130.LC
6.2 – 5.5 5.1 FFA.2E.755.CNS – FFA.2E.130.LC
6.2 – 6.0 5.6 FFA.2E.760.CNS – FFA.2E.130.LC
7.2 – 6.5 6.1 FFA.2E.765.CNS – FFA.2E.130.LC
7.2 – 7.0 6.6 FFA.2E.770.CNS – FFA.2E.130.LC
8.2 8.2 7.5 7.1 FFA.2E.775.CNS – FFA.2E.130.LC
8.2 8.2 8.0 7.6 FFA.2E.780.CNS – FFA.2E.130.LC
9.2 8.6 8.5 8.1 FFA.2E.785.CNS – FFA.2E.130.LC
9.2 – 9.0 8.6 FFA.3E.790.CNS FFA.2E.137.LCN FFA.3E.130.LC

10.2 10.2 9.5 9.1 FFA.3E.795.CNS FFA.2E.137.LCN FFA.3E.130.LC
10.2 10.2 10.0 9.6 FFA.3E.710.CNS FFA.2E.137.LCN FFA.3E.130.LC
11.2 10.6 11.0 10.1 FFA.3E.711.CNS FFA.2E.137.LCN FFA.3E.130.LC

0E

1E

2E

Type ø

C 10

C 15

C 20

C 25

C 30

C 35

C 40

C 45

C 50

C 15

C 20

C 25

C 30

C 35

C 40

C 45

C 50

C 55

C 60

C 65

K 70

K 75

K 80

K 85

C 15

C 20

C 25

C 30

C 35

C 40

C 45

C 50

C 55

C 60

C 65

C 70

C 75

C 80

C 85

K 90

K 95

K 10

K 11

Note:
1) for ordering the collet system separately.
2) for ordering a K type collet separately, the oversize collet and the corresponding collet nut should also be ordered (see page 79).
All dimensions are in millimetres.

C and K type collets
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Reference
Serie

Part number Part number of the oversize Part number

of the collet collet and of the of the

system1) split centre-pieces 2) collet nut 2)

ø Collet (mm) ø Cable (mm)

ø A ø B max. min.

3.2 – 3.0 2.6 FFA.3E.730.CNS – FFA.3E.130.LC
4.2 – 3.5 3.1 FFA.3E.735.CNS – FFA.3E.130.LC
4.2 – 4.0 3.6 FFA.3E.740.CNS – FFA.3E.130.LC
5.2 – 4.5 4.1 FFA.3E.745.CNS – FFA.3E.130.LC
5.2 – 5.0 4.6 FFA.3E.750.CNS – FFA.3E.130.LC
6.2 – 5.5 5.1 FFA.3E.755.CNS – FFA.3E.130.LC
6.2 – 6.0 5.6 FFA.3E.760.CNS – FFA.3E.130.LC
7.2 – 6.5 6.1 FFA.3E.765.CNS – FFA.3E.130.LC
7.2 – 7.0 6.6 FFA.3E.770.CNS – FFA.3E.130.LC
8.2 – 7.5 7.1 FFA.3E.775.CNS – FFA.3E.130.LC
8.2 – 8.0 7.6 FFA.3E.780.CNS – FFA.3E.130.LC
9.2 – 8.5 8.1 FFA.3E.785.CNS – FFA.3E.130.LC
9.2 – 9.0 8.6 FFA.3E.790.CNS – FFA.3E.130.LC

10.2 10.2 9.5 9.1 FFA.3E.795.CNS – FFA.3E.130.LC
10.2 10.2 10.0 9.6 FFA.3E.710.CNS – FFA.3E.130.LC
11.2 11.2 11.0 10.1 FFA.3E.711.CNS – FFA.3E.130.LC
12.3 – 12.0 10.6 FFA.4E.711.CNS FFA.3E.137.LCN FFA.4E.130.LC
13.8 13.8 12.8 12.1 FFA.4E.712.CNS FFA.3E.137.LCN FFA.4E.130.LC
13.8 13.8 13.5 12.9 FFA.4E.713.CNS FFA.3E.137.LCN FFA.4E.130.LC
15.3 15.3 14.0 13.6 FFA.4E.714.CNS FFA.3E.137.LCN FFA.4E.130.LC
15.3 15.3 15.0 14.1 FFA.4E.715.CNS FFA.3E.137.LCN FFA.4E.130.LC

6.3 – 5.0 4.6 FFA.4E.750.CNS – FFA.4E.130.LC
6.3 – 5.5 5.1 FFA.4E.755.CNS – FFA.4E.130.LC
6.3 – 6.0 5.6 FFA.4E.760.CNS – FFA.4E.130.LC
7.3 – 6.5 6.1 FFA.4E.765.CNS – FFA.4E.130.LC
7.3 – 7.0 6.6 FFA.4E.770.CNS – FFA.4E.130.LC
8.3 – 7.5 7.1 FFA.4E.775.CNS – FFA.4E.130.LC
8.3 – 8.0 7.6 FFA.4E.780.CNS – FFA.4E.130.LC
9.3 – 8.5 8.1 FFA.4E.785.CNS – FFA.4E.130.LC
9.3 – 9.0 8.6 FFA.4E.790.CNS – FFA.4E.130.LC

10.8 – 9.5 9.1 FFA.4E.795.CNS – FFA.4E.130.LC
10.8 – 10.5 9.6 FFA.4E.710.CNS – FFA.4E.130.LC
12.3 – 12.0 10.6 FFA.4E.711.CNS – FFA.4E.130.LC
13.8 13.8 12.8 12.1 FFA.4E.712.CNS – FFA.4E.130.LC
13.8 13.8 13.5 12.9 FFA.4E.713.CNS – FFA.4E.130.LC
15.3 15.3 14.0 13.6 FFA.4E.714.CNS – FFA.4E.130.LC
15.3 15.3 15.0 14.1 FFA.4E.715.CNS – FFA.4E.130.LC
17.8 – 16.5 15.6 FFA.4K.716.CNS FFA.4E.137.LCN 3) FFA.4K.136.LC
17.8 – 17.5 16.6 FFA.4K.717.CNS FFA.4E.137.LCN FFA.4K.136.LC
19.8 – 18.5 17.6 FFA.4K.718.CNS FFA.4E.137.LCN FFA.4K.136.LC
19.8 – 19.5 18.6 FFA.4K.719.CNS FFA.4E.137.LCN FFA.4K.136.LC
21.8 – 20.5 19.6 FFA.4K.720.CNS FFA.4E.137.LCN FFA.4K.136.LC
21.8 – 21.5 20.6 FFA.4K.721.CNS FFA.4E.137.LCN FFA.4K.136.LC
23.8 23.8 22.5 21.6 FFA.4K.722.CNS FFA.4E.137.LCN FFA.4K.136.LC
23.8 23.8 23.5 22.6 FFA.4K.723.CNS FFA.4E.137.LCN FFA.4K.136.LC

3E

4E

Type ø

C 30

C 35

C 40

C 45

C 50

C 55

C 60

C 65

C 70

C 75

C 80

C 85

C 90

C 95

C 10

C 11

K 11

K 12

K 13

K 14

K 15

C 50

C 55

C 60

C 65

C 70

C 75

C 80

C 85

C 90

C 95

C 10

C 11

C 12

C 13

C 14

C 15

K 16

K 17

K 18

K 19

K 20

K 21

K 22

K 23

Note: 1) for ordering the collet system separately.
2) for ordering a K type collet separately, the oversize collet and the correspon-

ding collet nut should also be ordered (see page 79).
3) in 4E series, the centre-piece is made of one piece.
All dimensions are in millimetres. 

C and K type collets
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Reference

Type ø

C 10

C 11

C 12

C 13

C 14

C 15

C 16

C 17

C 18

C 19

C 20

C 21

C 22

C 23

Serie

Part number Part number

of the collet of the

system1) collet nut

ø Collet (mm) ø Cable (mm)

ø A ø B max. min.

11.8 – 10.5 9.6 FFA.5K.710.CNS FFA.5K.130.LC

11.8 – 11.5 10.6 FFA.5K.711.CNS FFA.5K.130.LC

13.8 – 12.5 11.6 FFA.5K.712.CNS FFA.5K.130.LC

13.8 – 13.5 12.6 FFA.5K.713.CNS FFA.5K.130.LC

15.8 – 14.5 13.6 FFA.5K.714.CNS FFA.5K.130.LC

15.8 – 15.5 14.6 FFA.5K.715.CNS FFA.5K.130.LC

17.8 – 16.5 15.6 FFA.5K.716.CNS FFA.5K.130.LC

17.8 – 17.5 16.6 FFA.5K.717.CNS FFA.5K.130.LC

19.8 – 18.5 17.6 FFA.5K.718.CNS FFA.5K.130.LC

19.8 – 19.5 18.6 FFA.5K.719.CNS FFA.5K.130.LC

21.8 – 20.5 19.6 FFA.5K.720.CNS FFA.5K.130.LC

21.8 – 21.5 20.6 FFA.5K.721.CNS FFA.5K.130.LC

23.8 23.8 22.5 21.6 FFA.5K.722.CNS FFA.5K.130.LC

23.8 23.8 23.5 22.6 FFA.5K.723.CNS FFA.5K.130.LC

5E

Note:
1) the bend relief is to be ordered separately (see page 80).
All dimensions are in millimetres.

Note:
1) for ordering the collet system separately.

Reference

Type ø

C 10 to 50

C 15 to 65

K 70 to 85

C 15 to 85

K 90 to 11

C 30 to 10

K 11 to 15

C 50 to 15

Serie Part number of the collet nut Bend relief to be used1)

FFM.0E.130.LC GMA.0B.•••.••

FFM.1E.130.LC GMA.1B.•••.••

FFM.2E.130.LC GMA.2B.•••.••

FFM.2E.130.LC GMA.2B.•••.••

FFM.3E.130.LC GMA.3B.•••.••

FFM.3E.130.LC GMA.3B.•••.••

FFM.4E.130.LC GMA.4B.•••.••

FFM.4E.130.LC GMA.4B.•••.••

0E

1E

2E

3E

4E

Bend relief nut and bend relief

C type collets
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KATALOGÜBERSICHT

CATALOG SUMMARY

Please request the appropriate catalog from our 
marketing department, or directly: www.lemo.de

Connectors
" F-Series – Harsh Environment Connectors
" Special cable and fibre optic cable
" Thermo Series – for the highest measure range in temperature
" Multifunctional connector combinations for the CAMAC-technology
" Connectors, Audio-Video
" P-Series (REDEL)
" Unipole & Multipole Connectors

Fibre optic connectors
Monomode and Multimode according to 
LEMO-Push-Pull-System

Coaxial Connectors
(COELVER)

Bitte fordern Sie Ihren entsprechenden Katalog von unserer 
Marketing-Abteilung an, oder direkt unter: www.lemo.de

Steckverbindungen
" F-Serie – Für harte Anwendungsgebiete
" Spezialkabel und LWL-Leitungen
" Serie Thermo für höchste Temperatur-Messbereiche
" Vielseitige Steckkombinationen in der CAMAC-Technik
" Connectors, Audio-Video
" P-Serie (REDEL)
" Unipole & Multipole Connectors

Glasfaser-Steckverbindungen
Monomode und Multimode nach dem 
LEMO-Push-Pull-System

Koaxial Steckverbinder 
(COELVER)






